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Alya was designed to be small, compact and flat, whilst still very 
efficient and powerful.

This is thanks to the design of a specific lens for emergency 
lighting specially carried out by Zemper. The light distribution of 
the Alya is exactly what emergency lighting needs.

Alya range is a disruptive 
concept in emergency lighting 
luminaires

Alya family is composed of three types of luminaires:

· Alya: Luminaire to be used in surface and recessed ceiling 
mounted.

· Walya: Wall mounted luminaire

· Exitalya: Luminaire specially designed as exit sign which 
can be adapted to any position or ceiling

Alya
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ALYA RANGE

Walya
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ALYA RANGE ADVANTAGES

sustainable

optics

Innovative 
design

Intelligent use of lens

Minimalist design and perfect integration

High Efficiency

Less maintenance

More ecological

Lithium technology

Longer battery life

LiFePO4

Optimisation. Optics for different objectives

design

Minimum size
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easy storage

quick installation

up to 60% more luminaires 
in the same space

3x

Just a “click”

Easy and quick installation 

Preplate Luminaire

100% flexible
exit sign
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SPECIFICATION

ALYA

LED

Polycarbonate body

Optics: Circular Lens + Hall Lens

IP20

IK04

95 lm - 600 lm

Duration: 1 - 3 - 8 h · Battery: Ni-CD / LFP

Charging time: 12/24 h depending on reference

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

6

IP

IK

lm

 STANDARDS COMPLIANCE

EN-60598-2-22
AutoTest: EN-62034

Wireless: ETSI EN 300 220
DALI: EN 62386

DIMENSIONS (mm)

31.7155

58.5

Surface Alya

Recessed Alya

172
36.7

78

4

5 Y
EA

R

AutoTest & WSS Lithium

WARRANTY

Real size

Surface

RecessedRecessed

Design by 
Ángel Díaz Cambronero

CERTIFICATIONS

CB CB 
SCHESCHEMEME
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*NM: Non Maintained. The luminaire operates from emergency supply only upon failure of the normal mains supply.
*M/NM: Maintained/Non Maintained. With a switch which allows to select Maintained or Non Maintained mode function.

For black version, add “N” at the end of the reference. Luminous flux decreases by 18% in black colour version.
The recessed frame should be ordered as accessory with reference AMY0011N (black) or AMY0011 (white)

7

RANGE

AutoTest

95 lm NM 1 h 3.6V 0.3A/h Ni-Cd LYA3100X
225 lm NM 1 h 3.6V 0.8A/h Ni-Cd LYA3200X
350 lm NM 1 h 3.2V 1.5A/h LFP LYA3300LX
390 lm 235 lm M/NM 1 h 3.2V 1.5A/h LFP LYA3400LXP
390 lm NM 1 h 3.2V 1.5A/h LFP LYA3400LX
600 lm NM 1 h 6.4V 1.5A/h LFP LYA3600LX
150 lm NM 3 h 3.2V 1.5A/h LFP LYA3150LX3
170 lm NM 3 h 3.2V 1.5A/h LFP LYA3200LX3
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LYA3300LXP3

Standard

95 lm NM 1 h 3.6V 0.3A/h Ni-Cd LYA3100C
225 lm NM 1 h 3.6V 0.8A/h Ni-Cd LYA3200C
350 lm NM 1 h 3.2V 1.5A/h LFP LYA3300LC
600 lm NM 1 h 6.4V 1.5A/h LFP LYA3600LC
150 lm NM 3 h 3.2V 1.5A/h LFP LYA3150LC3

Emergency Mains Type* Dur. Battery Ref.

Wireless

390 lm 235 lm M/NM 1 h 3.2V 1.5A/h LFP LYA3400LDPW
170 lm 100 lm M/NM 3 h 3.2V 1.5A/h LFP LYA3200LDP3W
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LYA3300LDP3W
100 lm 60 lm M/NM 8 h 3.2V 3.0A/h LFP LYA3100LDP8W

DALI
390 lm 235 lm M/NM 1 h 3.2V 1.5A/h LFP LYA3400LAP
170 lm 100 lm M/NM 3 h 3.2V 1.5A/h LFP LYA3200LAP3
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LYA3300LAP3

ACCESSORIES

AMY0011N
Black ceiling recessed accessory

AMY0011
White ceiling recessed accessory

PHOTOMETRIC GUIDE

30º 30º

60º 60º

90º 90º

45º 45º

75º 75º

15º 15º

0

80

200

120

160

C0 - C180 C90 - C270

cd

8.6 m

ISOLUX CURVE

29.4 m

Isoline 0.1 lx 0.2 lx 0.5 lx 1.0 lx 2.0 lx 5.0 lx

390 lm luminaire placed at 3 m height

Spacing Data (d)

Height (H)

SPACING TABLE

Spacing table calculated with 1 lux minimum illuminance

Height (H) Spacing Data (d)
300 lm 390 lm

2.5 m 14.8 m 14.8 m
3 m 16.5 m 17.8 m
4 m 16.4 m 19.1 m
5 m 16.1 m 18.7 m
6 m 14.0 m 17.9 m
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 STANDARDS COMPLIANCE

EN-60598-2-22
AutoTest: EN-62034

Wireless: ETSI EN 300 220
DALI: EN 62386

Real size

WALYA
SPECIFICATION

8

Polycarbonate body

Optics: Circular Lens + Hall Lens

IP20

IK04

150 lm - 300 lm

Duration: 1 - 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

34155

58.5

LED

IP

IK

lm

Surface

5 Y
EA

R

AutoTest & WSS Lithium

WARRANTY

Design by 
Ángel Díaz Cambronero

DIMENSIONS (mm)

CERTIFICATIONS

CB CB 
SCHESCHEMEME
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*NM: Non Maintained. The luminaire operates from emergency supply only upon failure of the normal mains supply.
*M/NM: Maintained/Non Maintained. With a switch which allows to select Maintained or Non Maintained mode function.

For black version, add “N” at the end of the reference. Luminous flux decreases by 18% in black colour version.

RANGE

AutoTest
300 lm NM 1 h 3.2V 1.5A/h LFP LYW3300LX
150 lm NM 3 h 3.2V 1.5A/h LFP LYW3150LX3

Wireless
300 lm 180 lm M/NM 1 h 3.2V 1.5A/h LFP LYW3300LDPW
300 lm NM 1 h 3.2V 1.5A/h LFP LYW3300LDW
150 lm NM 3 h 3.2V 1.5A/h LFP LYW3150LD3W

DALI
300 lm 180 lm M/NM 1 h 3.2V 1.5A/h LFP LYW3300LAP
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LYW3150LAP3

30º 30º

60º 60º

90º 90º
0

80
45º 45º

75º 75º

15º 15º

100

120

40

60

Emergency Mains Type* Dur. Battery Ref.

PHOTOMETRIC GUIDE

cd

ISOLUX CURVE

Spacing Data (d)

Height (H)

Isoline 0.1 lx 0.2 lx 0.5 lx 1.0 lx 2.0 lx 5.0 lx C0 - C180 C90 - C270

Spacing table calculated with 1 lux minimum illuminance

300 lm luminaire placed at 3 m height
28.1 m

4.7 m

SPACING TABLE

Height (H) Spacing Data (d)
150 lm 300 lm

2.5 m 8.9 m 12.8 m
3 m 8.4 m 12.9 m

3.5 m 7.7 m 12.7 m
4 m 7.0 m 12.2 m

4.5 m 6.7 m 11.6 m
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SPECIFICATION

EXITALYA Surface
(Surface Ceiling Mounted & Surface Wall Mounted)

Surface 
Wall 

Mounted

Surface 
Ceiling 

Mounted

Polycarbonate body

IP20

IK04

Duration: 1 - 3 - 8 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

 STANDARDS COMPLIANCE
EN-60598-2-22

Pictographs: EN ISO7010
AutoTest: EN-62034

Wireless: ETSI EN 300 220
Dali: EN 62386

20
8

58.5

267.5
258.92

15
2.

71
16

8.
5

155

39

20
2.

26

155

15
2.

71
16

8.
53

258.92
267.5

25 m

VIEWING DISTANCE

CERTIFICATIONS

LED

IP

IK

5 Y
EA

R

AutoTest & WSS Lithium

WARRANTY

CB CB 
SCHESCHEMEME

Design by 
Ángel Díaz Cambronero

DIMENSIONS (mm)
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It is supplied with a complete set of pictograms

2 units x EEP4091 unit x EEP407 1 unit x EEP408 1 unit x EEP406 (white)

*M: Maintained.
For black version, add “N” at the end of the reference. Luminous flux decreases by 18% in black colour version.

RANGE

AutoTest M 1 h 3.2V 1.0A/h LFP LYE3070LXP
M 3 h 3.2V 1.5A/h LFP LYE3070LXP3

Type* Dur. Battery Ref.

Wireless
M 1 h 3.2V 1.0A/h LFP LYE3070LDPW
M 3 h 3.2V 1.5A/h LFP LYE3070LDP3W
M 8 h 3.2V 3.0A/h LFP LYE3070LDP8W

DALI M 1 h 3.2V 1.0A/h LFP LYE3070LAP
M 3 h 3.2V 1.5A/h LFP LYE3070LAP3

Wall 
mounted

Recessed 
mounted

Ceiling 
mounted

Its specific design makes it an exign sign adaptable to any position on the 
surface where it is installed: ceiling, wall or sloping ceiling.

The banner is made of a very innovative self-diffusing material that provides a 
perfect and uniform diffusion of light.

180º adaptable
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EXITALYA Surface LEDs
(Surface Wall Mounted)

 STANDARDS COMPLIANCE

EN-60598-2-22
Pictographs: EN ISO7010

AutoTest: EN-62034
Wireless: ETSI EN 300 220

Dali: EN 62386

SPECIFICATION

5 Y
EA

R

AutoTest & WSS Lithium

WARRANTY

20
2.

26

39
155

15
2.

71
16

8.
53

258.92
267.5

25 m

VIEWING DISTANCE

LED

Polycarbonate body

Sign + Optics: Exit Sign + Circular Lens

IP20

IK04

120 lm

Duration: 1 - 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

IP

IK

lm

Design by 
Ángel Díaz Cambronero

DIMENSIONS (mm)

CERTIFICATIONS

CB CB 
SCHESCHEMEME
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*M/NM: Maintained/Non Maintained. With a switch which allows to select Maintained or Non Maintained mode function.
*M: Maintained.

For black version, add “N” at the end of the reference. Luminous flux decreases by 18% in black colour version.

RANGE

AutoTest 120 lm 70 lm M/NM 1 h 3.2V 1.5A/h LFP LYE3120LXP
120 lm 70 lm M/NM 3 h 3.2V 3.0A/h LFP LYE3120LXP3

Wireless
120 lm 70 lm M/NM 1 h 3.2V 1.5A/h LFP LYE3120LDPW
120 lm 70 lm M/NM 3 h 3.2V 3.0A/h LFP LYE3120LDP3W

DALI 120 lm 70 lm M 1 h 3.2V 1.5A/h LFP LYE3120LAP
120 lm 70 lm M 3 h 3.2V 3.0A/h LFP LYE3120LAP3

Emergency Mains Type* Dur. Battery Ref.

cd

ISOLUX CURVE

Height (H) Spacing Data (d)
120 lm

2.5 m 7.8 m
3 m 7.1 m

3.5 m 6.3 m
4 m 6.1 m

4.5 m 6.0 m

Isoline 0.1 lx 0.2 lx 0.5 lx 1.0 lx 2.0 lx 5.0 lx C0 - C180 C90 - C270

Spacing table calculated with 1 lux minimum illuminance

120 lm luminaire placed at 3 m height

PHOTOMETRIC GUIDE

30º 30º

60º 60º

90º 90º
0

40
45º 45º

75º 75º

15º 15º

50

60

20

30

17 m

3.5 m

Spacing Data (d)

Height (H)

It is supplied with a complete set of pictograms

2 units x EEP4091 unit x EEP407 1 unit x EEP408 1 unit x EEP406 (white)

SPACING TABLE

Its specific design makes it an exign sign adaptable to any position on the 
surface where it is installed: ceiling, wall or sloping ceiling.

The banner is made of a very innovative self-diffusing material that provides a 
perfect and uniform diffusion of light.

180º adaptable
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EXITALYA Recessed
(Recessed Wall Mounted & Ceiling Recessed Mounted)

70

267.5
258.92

15
2.

71
16

8.
5

21
2.

85

44.98

20
816

8.
53

15
2.

71

267.5
258.92
169.5

Ceiling 
Recessed 
Mounted

Recessed 
Wall 

Mounted

SPECIFICATION

Polycarbonate body

IP20

IK04

Duration: 1 - 3 - 8 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

LED

IP

IK

 STANDARDS COMPLIANCE
EN-60598-2-22

Pictographs: EN ISO7010
AutoTest: EN-62034

Wireless: ETSI EN 300 220
Dali: EN 62386

5 Y
EA

R

AutoTest & WSS Lithium

WARRANTY
CERTIFICATIONS

25 m

VIEWING DISTANCE

Design by 
Ángel Díaz Cambronero

DIMENSIONS (mm)

CB CB 
SCHESCHEMEME
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*M: Maintained.
For black version, add “N” at the end of the reference. Luminous flux decreases by 18% in black colour version.

RANGE

Type* Dur. Battery Ref.
M 1 h 3.2V 1.0A/h LFP LYR3070LXP
M 3 h 3.2V 1.5A/h LFP LYR3070LXP3

AutoTest

M 1 h 3.2V 1.0A/h LFP LYR3070LDPW
M 3 h 3.2V 1.5A/h LFP LYR3070LDP3W
M 8 h 3.2V 3.0A/h LFP LYR3070LDP8W

Wireless

M 1 h 3.2V 1.0A/h LFP LYR3070LAP
M 3 h 3.2V 1.5A/h LFP LYR3070LAP3

DALI

It is supplied with a complete set of pictograms

2 units x EEP4091 unit x EEP407 1 unit x EEP408 1 unit x EEP406 (white)

Its specific design makes it an exign sign adaptable to any position on the 
surface where it is installed: ceiling, wall or sloping ceiling.

The banner is made of a very innovative self-diffusing material that provides a 
perfect and uniform diffusion of light.

180º adaptable
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20
2.

26

39
155

15
2.

71
16

8.
53

258.92
267.5

EXITALYA Red
(Surface Wall Mounted)

CERTIFICATIONS

 STANDARDS COMPLIANCE

EN-60598-2-22
Pictographs: EN ISO7010

AutoTest: EN-62034
Wireless: ETSI EN 300 220

Dali: EN 62386

SPECIFICATION

5 Y
EA

R

AutoTest & WSS Lithium

WARRANTY

25 m

VIEWING DISTANCE

LED

Polycarbonate body

Sign + Optics: Exit Sign + Circular Lens

IP20

IK04

120 lm

Duration: 1 - 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

IP

IK

lm

Design by 
Ángel Díaz Cambronero

DIMENSIONS (mm)

CB CB 
SCHESCHEMEME



17

*M/NM: Maintained/Non Maintained. With a switch which allows to select Maintained or Non Maintained mode function.
*M: Maintained. 

For black version, add “N” at the end of the reference. Luminous flux decreases by 18% in black colour version.

RANGE

AutoTest 120 lm 70 lm M/NM 1 h 3.2V 1.5A/h LFP LYE3125LXP
120 lm 70 lm M/NM 3 h 3.2V 3.0A/h LFP LYE3125LXP3

Wireless
120 lm 70 lm M/NM 1 h 3.2V 1.5A/h LFP LYE3125LDPW
120 lm 70 lm M/NM 3 h 3.2V 3.0A/h LFP LYE3125LDP3W

DALI 120 lm 70 lm M 1 h 3.2V 1.5A/h LFP LYE3125LAP
120 lm 70 lm M 3 h 3.2V 3.0A/h LFP LYE3125LAP3

Emergency Mains Type* Dur. Battery Ref.

1 unit x EEP411 1 unit x EEP406 (white)1 unit x EEP4121 unit x EEP410

It is supplied with a complete set of pictograms

cd

ISOLUX CURVE

Isoline 0.1 lx 0.2 lx 0.5 lx 1.0 lx 2.0 lx 5.0 lx

C0 - C180 C90 - C270

120 lm luminaire placed at 3 m height showing 
isolines output at 1.5 m nearby PCIs

PHOTOMETRIC GUIDE

30º 30º

60º 60º

90º 90º
0

40
45º 45º

75º 75º

15º 15º

50

60

20

30

Its specific design makes it an exign sign adaptable to any position on the 
surface where it is installed: ceiling, wall or sloping ceiling.

The banner is made of a very innovative self-diffusing material that provides a 
perfect and uniform diffusion of light.

180º adaptable



18



19



AL
YE

N0
0-

04
23

-0
3

Avda. de la Ciencia s/n · Pol. Industrial Avanzado
13005 Ciudad Real (Spain)

Tel. +34 926 271 837  ·  export@zemper.com

Commercial Offices
Morocco

maroc@zemper.com

Zemper France
ZA des Berthilliers · 189 Chemin des Frozières

71850 Charnay-lès-Mâcon · France
Tel. +33 3 85 34 66 20

commercial@zemperfrance.com

Zemper BeLux
Baronstraat 122

8870 IZEGEM · Belgium
Tel. +32 51 800 210
belux@zemper.com

www.zemper.com

THE EMERGENCY LIGHTING SPECIALIST

EU
Made in

Entirely designed and 
manufactured in Spain

The information given in this catalogue is typical and must not be interpreted as a guarantee of individual product performance and/or characteristics.  
We reserve the right to alter specifications and designs without prior notice.


