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Zemper is the only company in luminaires and electrical lighting appliances 
manufacturing industry in possession of these 4 certifications

Zemper ISO
45001:2018
Certification

Zemper
IQNet SR10
Certification

IQNet SR10ISO 45001:2018ISO 14001:2015ISO 9001:2015

Zemper ISO 
14001:2015
Certification

Zemper ISO
9001:2015
Certification

Leading excellence in the industry

COMPANY
CERTIFICATIONS
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Zemper Spain Headquarters

THE EMERGENCY LIGHTING SPECIALIST

Zemper, from its technically sophisticated facilities in Spain, designs and manufactures a comprehensive range 
of professional emergency lighting and control systems for a wide range of applications.
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Zemper owns the complete production cycle 
for emergency luminaires.

Zemper’s luminaires and systems are 
designed and engineered for reliability 

and governed by rigorous quality 
assurance processes at every stage in the 

development and production cycle.

Factory: 10,000 m2

Production Plant:  6,000 m2

Luminaire capacity: 2.5 million units/year

Production plant

VISIT OUR FACTORY
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PRODUCT CERTIFICATIONS

COLOMBIA

E5-RE-0844-2022

CNIM KITEMARK

CIVIL DEFENSE

EU
Made in

Zemper is proud that 100% of its products are designed 
and manufactured in Spain, European Union.

By manufacturing in the EU, Zemper can meet urgent customer 
demands without the need to transport products from other continents, 

which would involve additional financial and environmental costs.
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ALYA
Alya range is a disruptive 

concept in emergency lighting 
luminaires
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150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LYW3150LXP3
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LYW3150LDP3W
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LYW3150LAP3

ALYA SPECIFICATION

Polycarbonate body

Optics: Circular Lens + Hall Lens

IP20

IK04

170 lm - 300 lm

Duration: 3 h · Battery: LFP

Charging time: 12/24 h 
depending on reference

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

SPECIFICATION

Polycarbonate body

Optics: Circular Lens + Hall Lens

IP20

IK04

150 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

*NM: Non Maintained. The luminaire operates from emergency supply only 
upon failure of the normal mains supply.
*M/NM: Maintained/Non Maintained. With a switch which allows to select 
Maintained or Non Maintained mode function.
For black version, add “N” at the end of the reference. Luminous flux 
decreases by 18% in black colour version.
The recessed frame should be ordered as accessory with reference 
AMY0011N (black) or AMY0011 (white)

RANGE

170 lm NM 3 h 3.2V 1.5A/h LFP LYA3200LX3
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LYA3300LXP3
170 lm NM 3 h 3.2V 1.5A/h LFP LYA3200LD3W
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LYA3300LDP3W
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LYA3300LAP3

Emergency Mains Type* Dur. Battery Ref.

Wireless

DALI

AutoTest

WALYA

*NM: Non Maintained. The luminaire operates from emergency supply only 
upon failure of the normal mains supply.
*M/NM: Maintained/Non Maintained. With a switch which allows to select 
Maintained or Non Maintained mode function.
For black version, add “N” at the end of the reference. Luminous flux 
decreases by 18% in black colour version.

RANGE

Emergency Mains Type* Dur. Battery Ref.

Wireless
DALI

AutoTest

155 mm.

58,5 mm.

155 mm.

58,5 mm.
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SPAZIO R

*M/NM: Maintained/Non Maintained. With a 
third terminal which allows to switch off/on the 
Maintained mode when connected to mains supply.
**R: Round Lens (Anti-panic)   
**D: Directional Lens (Escape route)
For version in black colour, add an ‘N’ at the end 
of the reference.

SPECIFICATION

Polycarbonate body

Escape route lens - D 
Anti-panic lens - R

IP40

IK04

165 lm 

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

SPAZIO Q
SPECIFICATION

Polycarbonate body

Escape route lens - D 
Anti-panic lens - R

IP40

IK04

165 lm 

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

RANGE

AutoTest

Wireless

165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSR3170LXP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSR3171LXP3
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSR9170LDP3W
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSR9171LDP3W
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSR9170LAP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSR9171LAP3

Emergency Mains Type* Lens** Dur. Battery Ref.

DALI

*M/NM: Maintained/Non Maintained. With a 
third terminal which allows to switch off/on the 
Maintained mode when connected to mains supply.
**R: Round Lens (Anti-panic)   
**D: Directional Lens (Escape route)
For version in black colour, add an ‘N’ at the end 
of the reference.

RANGE

AutoTest

Wireless

165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSQ3170LXP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSQ3171LXP3
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSQ9170LDP3W
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSQ9171LDP3W
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSQ9170LAP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSQ9171LAP3

Emergency Mains Type* Lens** Dur. Battery Ref.

DALI

80 mm.

80 mm.
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SPAZIO MINI

*M/NM: Maintained/Non Maintained. With a 
third terminal which allows to switch off/on the 
Maintained mode when connected to mains supply.
**R: Round Lens (Anti-panic) / D: Directional Lens 
(Escape route)
For version in black colour, add an ‘N’ at the end of 
the reference.

SPECIFICATION

Polyamide body

Escape route lens - D

Anti-panic lens - R

IP42

IK04

165 lm - 250 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

RANGE

AutoTest

Wireless

165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LMR9170LXP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LMR9171LXP3
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LMR9170LDP3W
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LMR9171LDP3W
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LMR9170LAP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LMR9171LAP3

SPAZIO NANO

DALI

Emergency Mains Type* Lens** Dur. Battery Ref.

*M/NM: Maintained/Non Maintained. With a 
third terminal which allows to switch off/on the 
Maintained mode when connected to mains supply.
**R: Round Lens (Anti-panic) / D: Directional Lens 
(Escape route)
For version in black colour, add an ‘N’ at the end of 
the reference.

RANGE

AutoTest

Wireless

165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LML9170LXP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LML9171LXP3
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LML9170LDP3W
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LML9171LDP3W
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LML9170LAP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LML9171LAP3

DALI

Emergency Mains Type* Lens** Dur. Battery Ref.

SPECIFICATION

Polycarbonate body

Escape route lens - D

Anti-panic lens - R

IP42 (slatted ceilings: IP20)

IK04

165 lm - 250 lm

Duration: 1- 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

36 mm.

32 mm.
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SPAZIO ON

*M/NM: Maintained/Non Maintained. With a third 
terminal which allows to switch off/on the Maintained 
mode when connected to mains supply.
** D: Escape route lens
 R: Anti-panic lens
 W: Asymmetrical wall lens
For version in black colour, add an ‘N’ at the end of 
the reference.

SPECIFICATION

Polycarbonate body

Escape route lens - D 
Anti-panic lens - R 
Asymmetrical wall lens - W

IP20

IK04

165 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

SPAZIO PLUS

*M/NM: Maintained/Non Maintained. With a third terminal which 
allows to switch off/on the Maintained mode when connected to 
mains supply.
** LSP3175XXXX is supplied with antipanic and evacuation lens.
For Asymmetrical wall lens, please request accessory ALP0012.
For version in black colour, add an ‘N’ at the end of the reference.

SPECIFICATION

Polycarbonate body

Escape route lens - D 
Anti-panic lens - R 
Asymmetrical wall lens - W

IP20

IK04

165 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoringRANGE

AutoTest

Wireless

165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSP3170LXP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSP3171LXP3
165 lm 100 lm M/NM W 3 h 3.2V 1.8A/h LFP LSP3172LXP3
165 lm 100 lm M/NM 3 h 3.2V 1.8A/h LFP LSP3175LXP3
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSP3170LDP3W
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSP3171LDP3W
165 lm 100 lm M/NM W 3 h 3.2V 1.8A/h LFP LSP3172LDP3W
165 lm 100 lm M/NM 3 h 3.2V 1.8A/h LFP LSP3175LAP3

Emergency Mains Type* Lens** Dur. Battery Ref.

RANGE

165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSM3170LXP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSM3171LXP3
165 lm 100 lm M/NM W 3 h 3.2V 1.8A/h LFP LSM3172LXP3
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSM3170LDP3W
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSM3171LDP3W
165 lm 100 lm M/NM W 3 h 3.2V 1.8A/h LFP LSM3172LDP3W
165 lm 100 lm M/NM R 3 h 3.2V 1.8A/h LFP LSM3170LAP3
165 lm 100 lm M/NM D 3 h 3.2V 1.8A/h LFP LSM3171LAP3

Emergency Mains Type* Lens** Dur. Battery Ref.

AutoTest

Wireless

DALI

DALI

100 mm.

100 mm.
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SPAZIO LUZ

ACCESSORIES SPAZIO PLUS, ON AND LUZ

*M/NM: Maintained/Non Maintained. With a third terminal which 
allows to switch off/on the Maintained mode when connected to 
mains supply.
** LUZ3XXXX: Opal polycarbonate diffuser
 LUZ4XXXX: Transparent polycarbonate diffuser
For version in black colour, add an ‘N’ at the end of the reference.

SPECIFICATION

Polycarbonate body

Diffuser: Transparent Polycarbonate 
 Opal Polycarbonate

IP20

IK04

150 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h (LFP)

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

RANGE

AutoTest

Wireless

150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LUZ3150LXP3
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LUZ4150LXP3
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LUZ3150LDP3W
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LUZ4150LDP3W
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LUZ4150LAP3

Emergency Mains Type* Dur. Battery Ref.**

DALI

ALC0011
Round recessed frame

ALQ0011
Square recessed frame

ALX0011*
Ceiling signalling with 

recessed squared frame

ALE0065
Kit IP65

100 mm.

ALP0012
Asymmetric Lens
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SPECIFICATION

Polycarbonate body

IP20

IK04

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

SPECIFICATION

Polycarbonate body

IP20

IK04

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

EXITALYA
Surface
(Surface Ceiling 
Mounted & Surface 
Wall Mounted)

Recessed
(Recessed Wall 
Mounted & Ceiling 
Recessed Mounted)

*M: Maintained.
For version in black colour, add an ‘N’ at the end of the reference.

*M: Maintained.
For version in black colour, add an ‘N’ at the end of the reference.

RANGE

Type* Dur. Battery Ref.

M 3 h 3.2V 1.5A/h LFP LYE3070LXP3
M 3 h 3.2V 1.5A/h LFP LYE3070LDP3W
M 3 h 3.2V 1.5A/h LFP LYE3070LAP3

AutoTest
Wireless

DALI

RANGE

Type* Dur. Battery Ref.

M 3 h 3.2V 1.5A/h LFP LYR3070LXP3
M 3 h 3.2V 1.5A/h LFP LYR3070LDP3W
M 3 h 3.2V 1.5A/h LFP LYR3070LAP3

AutoTest
Wireless

DALI

Its specific design makes it an exign sign adaptable to any position on the 
surface where it is installed: ceiling, wall or sloping ceiling.

The banner is made of a very innovative self-diffusing material that provides a 
perfect and uniform diffusion of light.

180º adaptable
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Surface LEDs
(Surface Wall Mounted)

SPECIFICATION

Polycarbonate body

Sign + Optics: Exit Sign + Circular Lens

IP20

IK04

120 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

EXITALYA

*M/NM: Maintained/Non Maintained. With a switch which 
allows to select Maintained or Non Maintained mode function.
For black version, add “N” at the end of the reference. 
Luminous flux decreases by 18% in black colour version.

RANGE

Emergency Mains Type* Dur. Battery Ref.

120 lm 70 lm M/NM 3 h 3.2V 3.0A/h LFP LYE3120LXP3
120 lm 70 lm M/NM 3 h 3.2V 3.0A/h LFP LYE3120LDP3W
120 lm 70 lm M/NM 3 h 3.2V 3.0A/h LFP LYE3120LAP3

Wireless
DALI

AutoTest

2 units x EEP4091 unit x EEP407 1 unit x EEP408 1 unit x EEP406 (white)

ExitAlya Surface, Recessed and Surface LEDs

ExitAlya Surface, Recessed and Surface LEDs and Kons supplied with a complete set of pictograms

EEP411 EEP406 (white)EEP412EEP410

ExitAlya Red (accessories under request)

KONS SPECIFICATION

Polycarbonate body

IP42

IK04

Duration: 3 h · Battery: LFP

Charging time: 12 h

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

*M: Maintained.
For version in black colour, add an ‘N’ at the end of the reference.

RANGE

Type* Dur. Battery Ref.

M 3 h 3.2V 3.0A/h LFP LKS3070LXP3
M 3 h 3.2V 3.0A/h LFP LKS3070LDP3WWireless

AutoTest

Kons

1 unit x EEP032 2 units x EEP030 1 unit x EEP033
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DALI

XENA FLAT

*NM: Non Maintained. The luminaire operates from emergency 
supply only upon failure of the normal mains supply.
*M/NM: Maintained/Non Maintained. With a switch  which allows 
to select Maintained or Non Maintained mode funtion.
For version in black colour, add an ‘N’ at the end of the reference.

*M/NM: Maintained/Non Maintained. With a 
switch  which allows to select Maintained or 
Non Maintained mode funtion.
For version in black colour, add an ‘N’ at the 
end of the reference.

RANGE

150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LDF9150LXP3
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LDF9250LXP3
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LDF9150LDP3W
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LDF9250LDP3W
300 lm 180 lm M/NM 3 h 6.4V 1.5A/h LFP LDF9250LAP3
600 lm 360 lm M/NM 3 h 6.4V 3.0A/h LFP LDS9600LAP3

Emergency Mains Type* Dur. Battery Ref.

Wireless

AutoTest

RANGE

150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LXF9150LXP3T
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LXF9250LXP3T
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LXF9150LDPW3T
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LXF9250LDP3WT

Emergency Mains Type* Dur. Battery Ref.

Wireless

AutoTest

DIANA FLAT

SPECIFICATION

Polycarbonate body

Diffuser:  Transparent Polycarbonate

IP42

IK04

150 lm - 300 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h (LFP)

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring

SPECIFICATION

Polycarbonate body

Diffuser: Transparent Polycarbonate

IP42

IK04

150 lm - 600 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h (LFP)

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring
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DIANA IP66

*NM: Non Maintained. The luminaire operates from emergency 
supply only upon failure of the normal mains supply.
*M/NM: Maintained/Non Maintained. With a switch which allows to 
select Maintained or Non Maintained mode funtion.

RANGE

AutoTest

Wireless

DALI

150 lm NM 3 h 3.6V 1.6A/h NiCd LXE9150X3
150 lm NM 3 h 3.2V 1.5A/h LFP LXE9150LX3
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LXE9150LXP3
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LXE9150LDP3W
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LXE9150LAP3
300 lm 180 lm M/NM 3 h 6.4V 1.5A/h LFP LXE9300LAP3

Emergency Mains Type* Dur. Battery Ref.

RANGE

AutoTest

Wireless

DALI

150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LAE9150LXP3
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LAE9250LXP3
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LAE9150LDP3W
300 lm 180 lm M/NM 3 h 3.2V 3.0A/h LFP LAE9250LDP3W
150 lm 90 lm M/NM 3 h 3.2V 1.5A/h LFP LAE9150LAP3
600 lm 360 lm M/NM 3 h 6.4V 1.5A/h LFP LAE9600LAP3

Emergency Mains Type* Dur. Battery Ref.

ARIAN IP65

*M/NM: Maintained/Non Maintained. With a third 
terminal which allows to switch off/on the Maintained 
mode when connected to mains supply.
For version in black colour, add an ‘N’ at the end of the 
reference.

SPECIFICATION

Polycarbonate body

Diffuser: Opal Polycarbonate

IP65

IK10

150 lm - 600 lm

Duration: 3 h · Battery: LFP

Charging time: 12 h / 24 h (Cold)

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature:
0 ºC to +40 ºC / -30 ºC to +25 ºC

AutoTest

Wireless addressable monitoring

SPECIFICATION

Transparent Polycarbonate body

Diffuser: Transparent Polycarbonate

IP66

IK10

150 lm - 300 lm

Duration: 3 h · Battery: Ni-CD / LFP

Charging time: 24 h (Ni-Cd) / 12 h (LFP)

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature: 0 ºC to +40 ºC

AutoTest

Wireless addressable monitoring



16

CENTRAL CONTROL UNIT 3 ZONES 
(up to 350 luminaires)

(up to 1040 luminaires)
CENTRAL CONTROL UNIT 8 ZONES 

SPECIFICATION
Automatic updates

Screen 7´´

Multitouch screen

3 Zones connection availability

Ethernet

Wireless

Duration: 3 h · Battery: LFP

USB

SPECIFICATION
Automatic updates

Screen 7´´

Multitouch screen

8 Zones connection availability

Ethernet

Wireless

Duration: 3 h · Battery: LFP

USB

CWS8125W

CWS4125W
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Smart technology for your security
· Easy and remote control maintenance
· Optional concentrators
· Small and medium-sized installations
· Bus and wireless conection
· Wired and wireless
· Up to 350 luminaires Wireless  
( 3 Zones connection availability)

· Up to 1040 luminaires Wireless  
(8 Zones connection availability)

WIRELESS 
SYSTEM
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Ref.: ZWEBDALI

Features

 · 4.3” touchscreen display control unit 

 · Ethernet interface and integrated web server

 · Possibility to connect 128 DALI units 

 · Possibility to extend using ZWEBDALI slave units 
connected on the same net. 

 · Monitoring the installation via web browser

 · Device list

 · Unit information

 · Fault list 

 · Test record (duration, lamp) and test configuration

 ·  Installation configuration

 · Parameter modification

 · Groups configurator 

 · General configuration (network, mail configuration, 
add/delete emergency luminaires, etc)

 · Password protected for administrators

 · View reports

 · Export and saving reports

USB 4.3”

BUS 1

BUS 2 Up to 64 devices

Up to 64 devices

DALI CENTRAL CONTROL UNIT
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Key Features

 · ZWEBDALI is a supervision control unit working as a 
webserver connected to any LAN-NETWORK by TCP-IP 
protocol

 · Most simple way to create an initial installation or 
upgrade it as well considering that ZWEBDALI unit 
will automatically detect the units connected in the 
installation.

 · All luminaires information such as installation date, 
serial number, test information, battery status, 
emergency information (status, mode, features, gear 
status) and much more

 · Disable supervision option, bus address configuration, 
group configuration and test day modification is also 
possible

 · Faults selection to mail and single orders (status, 
identification, duration test, functional test.) 

 · All Devices information, test records and faults list with 
plenty of information.

 · Up to 1000 faults can be recorded and possibility to 
export data

 · Extended to 127 slave units - up to 16K

110

160 53

SLAVE UNITS Up to 16K devices

DIMENSIONS (mm)
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Avda. de la Ciencia s/n · Pol. Industrial Avanzado
13005 Ciudad Real (Spain)

Tel. +34 926 271 837  ·  export@zemper.com

Commercial Offices
UAE

uae@zemper.com

Morocco
maroc@zemper.com

Zemper France
ZA des Berthilliers · 189 Chemin des Frozières

71850 Charnay-lès-Mâcon · France
Tel. +33 3 85 34 66 20

commercial@zemperfrance.com
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THE EMERGENCY LIGHTING SPECIALIST

EU
Made in

Entirely designed and 
manufactured in Spain

The information given in this catalogue is typical and must not be interpreted as a guarantee of individual product performance and/or characteristics.  
We reserve the right to alter specifications and designs without prior notice.


