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SPECIFICATION

Polycarbonate body

2x LED 10w / 20w

IP65

IK07 / IK10 (protection grille)

1 500 lm

Duration: 3 h · Battery: LiFePO
4

Charging time: 12 h / 24 h (Cold)

Supply: 230 V - 50 Hz

LED temperature: 4000 ºK

Working temperature:  
0 ºC to +40 ºC  /  -30 ºC to +25 ºC

AutoTest

IP

IK

lm

MAXILUM EVO

LED

DIMENSIONS (mm)

+25ºC
-30ºC

CERTIFICATIONS

Wall
Surface

Recessed

Ceiling
Surface

Recessed

IP65

Directional spotlight

371

300

125

 STANDARDS COMPLIANCE

EN-60598-1
EN-60598-2-22

AutoTest: EN-62034
DALI-2: EN 62386
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RANGE

Standard

AutoTest 1 500 lm NM 3 h 2 x 12.8V 3.0A/h LiFePO
4

PMV1500LX3

1 500 lm NM 3 h 2 x 12.8V 3.0A/h LiFePO
4

PMV1500LC3

Emergency Type* Dur. Battery (Units/Ah) Part number

MAXILUM EVO COLD

*NM: Non Maintained. The luminaire operates from emergency supply only upon failure of the normal mains supply.

+25ºC
-30ºC

AutoTest 1 500 lm NM 3 h 2 x 12.8V 3.0A/h LiFePO
4

PMV1500LX3F

Emergency Type* Dur. Battery (Units/Ah) Part number

1 500 lm NM 3 h 2 x 12.8V 3.0A/h LiFePO
4

PMV1500LA3F

1 500 lm NM 3 h 2 x 12.8V 3.0A/h LiFePO
4

PMV1500LA3

AGM160
Protection grille

IK10

150

30º 30º

60º

90º0

200

300

250

100

90º

60º

PHOTOMETRIC GUIDE

cd

C0 - C180 C90 - C270

ISOLUX CURVE

47.1 m

21.2 m

Isoline 0.1 lx 0.2 lx 0.5 lx 1.0 lx 2.0 lx 5.0 lx

1 500 lm luminaire placed at 8 m height

Height (H) Spacing Data (d)
1 500 lm 3 300 lm

6 m 23.9 m 28.5 m
8 m 27.5 m 33.5 m
10 m 29.8 m 37.6 m
12 m 31.6 m 40.9 m
14 m 32.7 m 43.3 m

Spacing Data (d)

Height (H)

Spacing table calculated with 1 lux minimum illuminance

SPACING TABLE

ACCESSORIES


